FOOD TviRiin

Zep Eqq Washer Cleaning and De-Scaling Procedures

item To Be Cleaned

Customer: HICKMANS Date: 01-16-13

Egg Washer

Address: Procedure #:

City, State, Zip Code:

Production Area

Eg_g Washer Cleaning Procedures

Chemical Name Concentrati
on
Process Cleaner 2—-40z/gal
XT 2002 Acid .38-64 0z /
gal

Cleaner/Sanitizer Temperatures

Foaming Cleaners 120 - 140 °F

CIP Acid Detergent 150 °F

Cleaning Frequency

Washer Cleaning Daily

Washer De-scaling Weekly

Test Kits Required

1. On a daily basis an after production run, drain washer tanks and rinse
the washer internal and external surfaces with potable water to free all
loose soil.

2. Check all spray nozzles to be sure they are not plugged. Cleanas
necessary.

3. Foam or Spray the internal and external surfaces of the egg washer
with a solution of Process Cleaner at a rate of 2 — 4 oz. per galion of
water.

4. Allow the foam to stand on the washer surfaces for approximately five
minutes (DO NOT ALLOW THE FOAM TO DRY).

5. While the foam is on the surfaces, use appropriate brushes to brush
hard to clean areas.

6. Rinse the entire washer thoroughly with potable water and allow it to air
dry.

7. Inspect the washers for cleanliness and reclean any soiled areas as
discussed above.

Process Cleaner 9438 Test Kit

Egg Washer De-Scaling Procedures

Application Equipment & Tools

Foaming Units or Spray Bottles

Circulation System

Safety Equipment Required
?

Goggles/Face Shield Yes
Gloves Yes
Rubber Boots Yes
Rubber Apron Yes
Respirator Yes

Safety Precautions

Always wear proper safety protection.
Never add water to chemicals. Always
add chemical to water. Report ali
accidents immediately!!

Zep Inc.

Service Representative

Paul Piunti 480 577-6348

1. Once a week or as needed, fill the washer holding tank with potable
water and add XT 2002 Acid (at 0.38 -.64 oz. per gallon of water).

2. Adjust the acid solution temperature to 150 _F and let the machine run
for 2 to 3 hours.

3. Shut down the machines and flush the acids solution out and into the
drain.

4. Fill quarter of the machine holding tank with potable water and allow the
water to circulate for 5 minutes before flushing it out. If needed rinse
the surfaces of the washer from acid residue with a water-hose and let
the machine air dry.

5. Inspect the washer's for cleanliness and make sure all scales are
completely removed.
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